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iIsue Bath

te Simple Lever Assembly)
Model # (AWS-400)

ransparent plastic, so thatthe specimencanbe

2 tank is 100mm in diameter by 125mm high (4 x 5in)
ank is solidly cemented to the base, which is constructed of
plastic base offers the double advantage of not only being

also serving as an excellent electrical insulator from the heater. A

he bank bottom, into which the soft rubber bung carrying the stem of the
e bath fits, making a convenient leak proof joint. The water bath is heated by a
turdy cartridge element that is mounted off-center through the bottom on the
This heater has a rating of 50 watts. The temperature is controlled by an energy
2gulator mounted on the front of the bath. The dial has a position for “full energy” while the

bath is being brought up to its desired temperature. A hole in three corners of the base can

Components Supply with Bath:

¢ Rubber Bung to Hold Tissue Bath.

e Glass Spiral Fluid Warming Coil.

e Thermometer with Holder

e Four upright for Student Tissue Bath.

¢ Standard Rod clamp 9.5mm.

e Oxygen Tube.

¢ Simple Light Aluminum Lever with ink writing Frontal Point

Specifications:

Power : 220 Voltage

Heater Power ’ 50 Watts
Temperature Control : Manual

Capacity : 0.8 Liter

Dimension : 12.5 x 10cm (H x Diameter)
HxWXD : (5 x 4 inch)

Tissue Vessel (s) Qty per set : 1

Type Supplied : Student Fixed Stem
Perfusate Warming Coils - Spiral Coll

Capacity per Tissue Vessel : 35ml

Thermometer Length : 12 inch
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g and plug is located in the bottom of the tank. TWWWoabclzu |W





