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ingle Tissue Bath

provides a safety cut off should the water level fall

minimum permitted level, ]
odes for solution replacement emptying and fillin

P i y WWW. abdulw-asons.com
tissue chamber has an adjustable gas diffuser for oxygenation and B
ush toggle on the front of the unit control the filling and emptying of the
tissue chambers via toggle switch.

Perspex sheet wall thickness 8mm
Magnetic Stirrer for uniform temperature :
The control system provides an LED display

Inner Tissue Bath Standard 25ml Capacity Qty 1 with each Bath

Detachable Stem Tissue Vessel, supplied as standard, Micropostioner

sons.com

for increased convenience when changing tissue vessels.

(The tissue chamber portion of the tissue vessel can be removed WWwWw.a bd
without disturbing the stem or disconnecting the tubing for the warmed

perfusate and drainage.

Inner tissue bath Pyrex Material Graduated 25 ml Capacity

O ring provide 2 set Organ Bath Tissue Holder

Warming Coil Round/Curve flat type — ——— = @

Power: 220 Voltages www.abdutwalralysons.com
e e

Standard Accessories Supplied with Bath: =q1

| Glass Spiral Fluid Warming Coil

Thermometer with Holder

2 upright for Student Tissue Bath
2 Standard Rod clamp 9.5mm.

| Simple Light Aluminum Lever with ink writing Frontal Point
Accessories for Power Lab.: www.abdulwahalysons.com

Micropostioner for accurate positioning of the transducers and applying
pre-tension to the tissue preparations prior to experimentation Qty.1 Nos
Tissue Holder 1 set

1-Liter Aspiration Bottle Polyethylene with stopcock & connector,

with platform base, rod stand silicon pipe etc.
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