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Tissue Organ Bath Components Set

Pharmacology Stand:

This heavy stand will solidly support the most elaborate assembly. The base
measures 150 X 200mm(6 x 8 in), and is finished in tough, durable, smooth white
nylon that'is easy to keep clean. The base has a brass shoulder to take the upright.
This shoulder is located at the center of the base to avoid imbalancing. The upright,
which'is locked in place with an Allen set crew, is made of stainless:steel 12:5/(}/zih)
in diameter and 720mm (28 in) long. The entire stand weight 5.5kg (12Ib) aprox.,
with base color Black/Red..

Reservoir Holder:

This reservoir holder fit on top of the pharmacology stand and holds the one liter ]
reservoir the holder has a 200mm (8 in) long tube that slip on over the top of the

upright of the Pharmacology Stand, and is locked in place by a knurled set screw.

There is also a clamp on the side of the holder. The maximum distance between the

holder placed as high as possible by the tube and as low as possible by the clamp is

300mm (12 in). The top plate is 95mm (3-3/4 in) in diameter and has\threé spfing

clips to told the polyethylene reservoir. One of these spring clips has fixed to it two

additional spring clips to hold the aeration reservaoir.

Constant Head Reservoir 1 Liter):

This Reservoir is made of polyethylene and has a capacity of 1 liter. It supplies a

constant head of wash or test fluid by a simple mechanism. The tight fitting cap is

pierced by a length of small bore stainless steel tubing. This tubing has cemented to -

it a length of flexible tubing that reaches to the bottom of the reservoir. The fluid can

flow from the bottom outlet and into the warming system only as an air bubble goes

down through the tubing in the cap to the bottom of the reservoirandbubbles up to ADSON
the top of the reservoir. This air inlet can be adjusted to any desired feed rate.
Conversely, the cap can be removed and the quantity of the fluid leaving the
reservoir can be controlled by the pinch clamp provided on the outlet tubing. The i
reservoir has a strong outlet fitting and is supplied with outlet tubing, a precision _
threaded pinch clamp, and a tapered plastic dis-connector.
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