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energized. A screw-in fuse holder is also mounted on the front panel.

Components Supply with Bath:
e Pharmacology Stand.

¢ Reservoir Holder

e Constant Head Reservoir (1 Liter)

¢ Rubber Bung to Hold Tissue Bath.

e Glass Spiral Fluid Warming Coil.

e Thermometer with Holder

e Two upright for Student Tissue Bath.

¢ Standard Rod clamp 9.5mm.

¢ Oxygen Tube.
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Specifications:

Power : 220 Voltage

Heater Power 80 Watts
Temperature Control Automatic within 0.5C
Magnetic Stirrer 3 Yes

Capacity 3.6 Liter

Dimension 156.5x 16.5 x 14cm
HxW XD (6.25 x 6.5 x 5.5 inch)
Tissue Vessel (s) Qty per set : 1

Type Supplied Fixed Stem

Perfusate Warming Coils Spiral Coil

Capacity per Tissue Vessel 35ml

Thermometer Length ; 12 inch
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the desired temperature once the bath temperature has stabilized. There is an indicator light in the front panel that glows
when the bath is plugged into the AC line. There is also a second indicator light that glows whenever the heating circuit is

A float switch provides a safety cut off should the water level fall below the minimum permitted level, thus preventing any
damage occurring to the structure of the unit from excessive heat build up.
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